
Panel Layout

1.Channel Select & numeric input
2.Preview (Multiple CH display)
3.Pause / play frame by frame
4.Convert to play status
5.Move left / RWD
6.Move up
7.Move right / FWD
8.HDD indicator

9.Power indicator
10.Audio control(Mute key) 
11.Manual recording
12.Stop playing recording
13.Move down
14.Enter PTZ control, select [Enter] / [Edit] operation
15.Enter into main menu / Exit
16.IR Receiver

Front Panel

16-CH H.264 Digital Video Recorder

Key Features

KG-SHA116
DIGITAL VIDEO RECORDER

The Kguard SHA116 is 16ch H.264 DVRs designed for economical application. It's stylish & 
streamlines hardware design and excellent performance can be fast moving, competitive and 
an ideal solution for entry level & distribution channels.

Graphical User Interface! Express Operation!

Panel Layout

Local viewing Remote viewing

- H.264 real-time high compression and supports dual stream network transmission 
- Standalone Linux 2.6 operation system
- Graphics & Windows OSD interface
- ADPCM audio compression
- Supports pentaplex operation: live view, record, playback, backup and network 
   transmission
- Supports USB mouse
- Supports backup & upgrade with USB flash disk
- Supports real-time remote view with IE browser
- Supports DDNS
- Supports audio transmission via network
- Supports PTZ control via built-in RS-485 port
- Selectable packing time for recorded files
- Supports editing camera title
- Supports adjusting image color
- Event camera pop-up function
- Auto maintain function
- Supports remote view with mobile phones based on Symbian S60 3rd/5th edition, 
  Windows Mobile, iPhone & Blackberry
- Supports VGA output (max. resolution: 1920 x 1200)
- Alarm modes: Motion Detection, Video loss, HDD full, HDD loss, Sensor triggered
- Email alert function
- With free-drag digital zoom function for live viewing
- Supports up to 2 x 2TB SATA HDDs 
- Supports point to point intercom 
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Rear Panel
1.Connect CH1-16（BNC interface）
2.(UP) Main video output; (Down) Spot output (BNC interface)
3.Connect CH1-4 audio signal input (BNC interface)
4.Connect audio signal output (BNC interface)
5.Connect intranet, internet (RJ45 interface)
6.Connect USB device (Flash Drive, Hard Drive, USB mouse )

7.RS485/Sensor/Alarm interface
8.Power Switch
9.Connect to VGA monitor, 
    such as PC monitor
10.Connect power supply - DC12V
11.Phonetic talkback
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DIGITAL VIDEO RECORDER

Scope of Application

System Diagram

House, villas, stores, ofÞces and other 
small-scale video surveillance occasions.
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Model

Video Compression 

Video System 

Operation System 

Video Input / Output 

Audio Input / Output 

Intercom 

Audio Compression 

Display Frame Rate 

Playback Resolution 

Recording Frame Rate 

Recording Mode 

Recording Pack Time 

HDD Interface 

Network Interface 

Network Protocol 

Network Function 

USB2.0 

Playback 

Playback Search 

Playback Mode 

Backup 

PTZ Control 

Alarm Mode 

Senor & Alarm I/O

Power Supply 

Power consumption

Working Temperature

Dimension 

Weight (with package)

KG-SHA116 ( 16CH )

H.264

NTSC / PAL

Linux

BNC 16-channel / VGA 1-channel ; BNC 2-channel

RCA 4-channel / 2-channel

BNC 1-channel live in

8kHz*16bit ADPCM

PAL: 400fps ; NTSC: 480fps

PAL: CIF(352x288), HD1(704x288), D1(704x576)

NTSC: CIF(352x240), HD1(704x240), D1(704x480)

PAL: 400fps @ CIF, 200fps @ HD1, 100fps @ D1

NTSC: 480fps @ CIF, 240fps @ HD1, 120fps @ D1

Always / schedule: motion detection, manual, sensor triggered

15/30/45/60mins selectable

1 removable tray & 1 fixed rack, max 2 SATA HDDs up to 2TB each

RJ45, 10M/100M

Support TCP/IP, UDP, DHCP,DNNS, PPPoE

Support to live view with IE (Internet Explorer) & with mobile phone

USB mouse, USB disk (backup, upgrade)

Local:  Playback 4 channels at the same time ; Network: 1-channel

Date, time, file list

PLAY / SLOW / FWD / Frame by frame

Backup via USB flash disk, USB disk, USB CD/DVD-RW & Network

Built-in RS485, support PELCO-P & PELCO-D

Motion Detection, Sensor triggered, video loss, HDD error, HDD full

16 sensor inputs & 1 alarm output

DC 12V/5A (power adaptor included)

10-15 W (exclude HDD)

50°F to 104°F (10oÎ  to 40oÎ )

431×395×72.8mm (WxDxH)

6.5kg

KG-SHA116


